Knowledge about laminar-turbulent transition on operating multi megawatt wind turbine (WT) blades needs sophisticated equipment like hot films or microphone arrays. Contrarily, thermographic pictures can easily be taken from the ground, and temperature differences indicate different states of the boundary layer. Accuracy, however, is still an open question, so that an aerodynamic glove, known from experimental research on airplanes, was used to classify the boundary-layer state of a 2 megawatt WT blade operating in the northern part of Schleswig-Holstein, Germany. State-of-the-art equipment for measuring static surface pressure was used for monitoring lift distribution. To distinguish the laminar and turbulent parts of the boundary layer (suction side only), 48 microphones were applied together with ground-based thermographic cameras from two teams. Additionally, an optical camera mounted on the hub was used to survey vibrations. During start-up (SU) (from 0 to 9 rpm), extended but irregularly shaped regions of a laminar-boundary layer were observed that had the same extension measured both with microphones and thermography. When an approximately constant rotor rotation (9 rpm corresponding to approximately 6 m/s wind speed) was achieved, flow transition was visible at the expected position of 40% chord length on the rotor blade, which was fouled with dense turbulent wedges, and an almost complete turbulent state on the glove was detected. In all observations, quantitative determination of flow-transition positions from thermography and microphones agreed well within their accuracy of less than 1%.
Introduction
Wind energy [1] has been very successful over the past few years, with more than 50 GW newly added rated wind power each year. One important part in any design of wind turbines (WTs), especially for WT blades, is aerodynamics [2] . This consists of defining chord, twist, and appropriate 2D airfoil sections. From inviscid fluid mechanics, it is well known that design rules, if formulated in terms of circulation, only give expressions for c · c L (chord times the lift coefficient) [2] . As so-called profile losses can be estimated by 1.5 tip-speed-ratio/lift-to-drag [2] , those with low drag are particularly interesting. From airplanes, laminar airfoils [3] are known and widely used to reduce fuel consumption during cruise flight, and it is tempting to use this kind of airfoil for WTs, as well. A so-called operating or design point (α des , c L,des ) was found by constructing a tangent from the origin of the coordinate system to the c L (c D ) curve to reach for maximum lift over drag (c L /c D = L2D), (see Figure 1 ). Data calculated by Xfoil for the aerofoil profile are shown in Figure 1 and summarized in Table 1 . Table 1 for numbers and Figure 2 for an outline of the shape. The airfoil profile can be found at a radius of R = 35 m on the investigated WT rotor. Usually, a newly designed airfoil has to be tested in a wind tunnel. See [4] for an impressive example of high Reynolds number wind-tunnel testing, and a comparison with computational fluid dynamics (CFD). Panel codes like Xfoil, as well as genuine CFD codes like DLR-TAU [5], were used. Here, Reynolds number and inflow-turbulence levels were varied, and both effects could be simulated well. Furthermore, measured results agreed up to few percent in the lift-to-drag ratio.
As for an airplane, and much more pronounced for WTs, ambient conditions may substantially differ, especially with regard to inflow turbulence from wind-tunnel settings. Therefore, field tests are more or less inevitable. In fact, one of the authors of this paper was inspired by [6] for a comparable experiment on WT blades. In [7] , a state-of-the-art version of an aerodynamic glove used on a small airplane is described. Unfortunately, this state of sophistication in measurement equipment has not yet been reached for WT blades.
First, an investigation with emphasis on the laminar-turbulent transition in the boundary layer was reported from the Energy Research Center of the Netherlands (ECN, now part of the Netherlands Organization for Applied Scientific Research (TNO) [8, 9] ) for a 12-m long blade. Much later, the wind-energy department of the Danish Technical University (DTU) [10] [11] [12] investigated the transition on a 38.8 m blade. A much more in-depth investigation is part of the current IEAwind Task 29 Trans-European project [13] .
A blade of 14 m in length was investigated with respect to the laminar-turbulent transition by using hot films in [14] [15] [16] . Table 2 summarizes all published measurements of the conducted tests, and reports the laminar-turbulent transition measurements in field experiments. To summarize to our investigations, proceeding investigations only showed isolated results with no indication of any quantitative accuracy. Nevertheless, an open question remains concerning the mechanism of transition (triggered by Tollmien-Schlichting waves or by the so-called bypass mechanism) and the accuracy of location detection. This paper focuses on results from the most recent experiment on a 45.3-m long blade and, by combining two different methods (thermographic imaging and microphones), we established the quantitative reliability of both methods.
The paper structure is as follows: First, we describe the site, the used WT, its blade, and the measurement equipment. Then, a summary of 2D and 3D CFD investigations is presented. Results are reported for pressure distribution and sound-pressure level (SPL) in combination with thermographic pictures. Finally, a summary and some conclusions are given. The paper is finalized with our conclusions and an outlook for possible further research. Measurements were performed on a Senvion (formerly: REpower) MM92 WT. This WT has a rated power of 2 MW, at rated wind speed of 12.5 m/s, and the hub height is 100 m. This type of a WT was first delivered in 2005 and, since then, more than 3000 units have been manufactured. The rotor blades are of the LM45.3p type. Due to a nondisclosure agreement with blade manufacturer LM, we obtained a Computer Aided Design (CAD) file of the blade's outer surface that allowed CFD simulations of the blade for comparison with the measurements.
The test site is located at Eggebek, a former military airport, approximately 100 km to the north of Hamburg, and approximately 50 km to both the North Sea (to the west) and the Baltic Sea (to the east). According to the European Wind Atlas [18] , the roughness class is 1.5. If a logarithmic wind profile is fitted, then z 0 = 0.055 m has to be used as the roughness length. Assuming a wind speed of 6 m/s, the difference by wind shear from z 1 = 65 m (glove at bottom position) to z 2 = 135 m (glove at top position) is then only 0.38 m/s or 6.3%. Data acquisition took place on 13 July 2018, from 9:00 to approximately 13:00 local time.
Overview of Experiment Setup
The experiment setup consisted of different measuring techniques. First, an aerodynamic glove was used for measuring pressure distribution and the acoustic properties of the boundary layer together with environmental parameters like temperature, humidity, and the local acceleration of the glove. In addition, a five-hole probe was mounted onto the glove to determine local flow velocity. Second, thermographic flow visualization was applied by two teams (Deutsche WindGuard Engineering (DWGE) with the Bremer Institute for Metrology, Automation, and Quality Science (BIMAQ) and the German Aerospace Center (DLR)) to optically determine the laminar-turbulent transition of the boundary layer. The thermographic setups are described in detail in Section 2.2.1. In addition, a video camera was installed on the spinner and directed at the aerodynamic glove to measure the blade's vibrations.
Furthermore, the Supervisory Control and Data Acquisition (SCADA) data from the WT were given to us for a complete dataset during the measurement period. All clock times given in this article refer to local WT (SCADA) time.
Aerodynamic Glove
The principle of the aerodynamic glove is well-known in aviation experiments for measuring local flow conditions around the wings of an airplane [6] . For WT measurements, only a few experiments were conducted [10, 11, 15, 16, 19] . For this study, a local company that specializes in WT maintenance was commissioned to build the outer shell of the glove.
The surface consisted of carbon fiber fabrics, laminated onto 20-mm thick foam plates that were aligned to a blade that is identical to the one investigated to ensure the best possible fit. Foam plates allow the installation of tubes and cables in trenches below the glove's surface without damaging the blade, while maintaining the blade's profile.
In order to determine the local condition of the boundary layer, i.e., laminar or turbulent, 48 microphones were equally spaced along a straight line with an inclination of 20 • with respect to the chord to minimize the influence of microphones upstream. Four microphones were positioned on the pressure side, one at the leading edge (LE) of the glove, and the remaining 43 on the suction side.
For determination of the pressure distribution along the suction side, 57 pressure holes were drilled into the glove. Of these, 48 holes were distributed exactly like the microphones, and the remaining nine holes were drilled at the center between two holes at the front of the glove, resulting in higher spatial resolution around the LE of the glove. For acquisition of the pressure data, a Digital Temperature Compensation (DTC) Initium from Esterline Pressure System was used. Figure 3 shows the distribution of the measurement points along the profile of the glove. Local flow velocity was measured by a five-hole probe. The data were also recorded by the Initium system. The five-hole probe was calibrated in the wind tunnel of the University of Oldenburg, Germany.
For data acquisition, a fanless computer was used. It was equipped with a WiFi access point to allow control of the system from the ground. The microphone data were recorded at 25 kHz and stored locally on four solid-state disks (SSDs). Acceleration, temperature, and humidity were also recorded at 25 kHz and stored in a separate SSD. The Initium data were recorded at 250 Hz and stored in the internal SSD of the computer via a LabVIEW program. This program was also used to synchronize all measurements. The power supply was realized by a battery with 24 V and 30 Ah. Figure 4 shows the data-acquisition system mounted on an aluminum plate ready to be mounted onto the pressure side of the glove. There is obviously an influence of the box on the pressure side on the flow of the suction that was investigated. Using 2D and 3D CFD (see Section 3), we were able to investigate the different pressure distributions on the suction side. The differences seen there were within the accuracy of the observed values. 
Thermography
A thermographic measurement of the rotor-blade surface enables a noninvasive spatially resolved determination of the boundary-layer state. The method is called thermographic flow visualization. The measuring effect is based on an existing temperature difference between the flow and the rotor blade. The local surface temperature of the rotor blade depends on the local flow-related heat transfer coefficient. [20, 21] . This results in a thermal fingerprint that correlates with the friction coefficient of the different flow areas of the boundary layer. Surface areas with laminar flow appear comparatively warmer in the thermographic image than surface areas with turbulent flow. This enables a distinction of the boundary layer flow areas and a localization of the laminar-turbulent transition, which can be realized by image processing algorithms [22, 23] . Furthermore, advanced image processing methods enable the identification of flow separations [24] .
Thermographic measurements for flow visualization have long been used in wind-tunnel tests. Whereas initially only experiments under ultra-and hypersonic conditions were thermographically accompanied, over time measurements in transonic and subsonic flows were also established [25] . Typical applications in wind-tunnel experiments are the localization of the laminar-turbulent transition and the identification of laminar or turbulent flow separations [26, 27] . In addition, the measurement method was transferred to the free field to localize the laminar-turbulent transition on aircraft wings [28] and helicopter rotors [29] for flight tests under real conditions. The potential for localizing the transition on rotor blades of wind turbines has also already been proven [30] . However, a validation by means of simultaneous reference measurements has been missing so far.
In this study, different thermographic cameras were used in order to determine the laminar-turbulent transition on the aerodynamic glove and to assign the position to the three-dimensional geometry. This allowed a comparison with the other sensors by chord-based position information.
Thermographic Setup Provided by BIMAQ and DWGE
For the thermographic measurements performed by BIMAQ and DWGE, a cooled thermographic focal-plane-array detector from the manufacturer InfraTec (model ImageIR 8300) was used. The detector material is indium-antimonide. The 640 × 512 pixels detector is sensitive between 2 and 5 µm, the dynamic range of the camera is 14 bits, and the integration time can be set between 1 and 20,000 µs. InfraTec specifies the noise-equivalent temperature difference (NETD) as less than 25 mK @ 30 • C. The camera was calibrated by several measurements of a black-body radiator at different temperatures. The nonuniformity of the individual pixels was compensated by a one-point correction immediately before the presented measurements. A 200 mm telephoto lens with an instantaneous field of view (IFOV) of 0.08 mrad was used. This resulted in a spatial resolution of 11.2 mm for the given measurement distance of 140 m. The thermographic camera was triggered by an optical trigger mechanism. This allows a drastic reduction of the amount of data, since images are only taken when a rotor blade is in the camera's field of view. The subsequent evaluation of the thermographic data was done in Python. Figure 5 shows the experimental setup for the thermographic measurements at the Senvion WT.
The localization of the laminar-turbulent transition is performed by an approximation of the chordwise temperature profile on the rotor blade surface with a Gaussian cumulative distribution function. The approximation allows the determination of the transition position with subpixel accuracy [22] . By taking into account the position of the aerodynamic glove in relation to the thermographic camera, the visible surface area could be assigned to its geometry. With the known measurement distance, the pitch angle, and the local twist angle, several coordinate transformations are performed to enable the calculation of the angle of aperture resulting in the imaging of the surface of the aerodynamic glove. Based on the transition position in the image, the position on the surface of the aerodynamic glove can be determined in world coordinates and, finally, the position relative to the chord-length (x/c) can be found [30] . 
Thermographic Setup Provided by DLR
The second infrared camera setup was provided by the DLR and installed at a sufficient distance of approximately 80-85 m downstream of the WT mast to have an unobstructed view of the suction side of the aerodynamic glove at the minimum height above ground level ( Figure 6 ). Thermal images taken shortly before the blade disappeared behind the mast offer the best possible spatial resolution at the given test conditions. Moreover, any distracting sunshine reflections can simply be avoided this way due to near vertical blade alignment.
For the thermographic measurements performed by DLR, a LWIR camera from the manufacturer IRCAM (model Equus 327k L) was utilized. The cadmium-mercury-telluride focal-plane-array detector with 640 × 512 pixels is sensitive in a spectral range between 8.0 and 9.4 µm and has a pixel pitch of 24 µm. A nominal exposure time of 100 µs at the highest frame rate of 105 Hz in free-running mode was applied without image triggering or averaging. To improve spatial resolution, the camera was equipped with an infrared STRIX 200 mm LWIR telephoto lens with a focal length of 200 mm and an aperture of F/1.4, enabling a maximum resolution of approximately 125 pixels per chord width (=83.3 px/m or 12 mm/px). This spatial resolution is marginally satisfactory for transition detection. A higher spatial resolution is simply invaluable at these long distances, because prices for IR lenses exponentially increase with focal length. The required difference in temperature between the glove's surface and the flow was facilitated by naturally preheating the blades by the sun. 
Optical Camera
At the spinner of the WT, a video camera was mounted and directed toward the pressure side of the aerodynamic glove. Due to the curvature of the blade, it was not possible to observe the suction side of the glove. The camera was intended to visually detect vibrations of the blade, which, in turn, could be correlated to oscillations of local acceleration. Potential disturbance from precipitation, insects, or birds could be observed. Heating up of the blade and the aerodynamic glove from varying sun radiation could also be assessed in the blade positions that were out of sight for the stationary thermographic cameras. The optical camera is a JVC GZ-RX115BE camcorder. The camera was mounted onto the spinner with a rack that kept the camera firmly in place. Contained in this rack was an additional battery pack that allowed about 24 h of continuous operation. The camera was not remotely controlled. Instead, the recording was started before the WT was started, and the camera recorded during the whole test. The optical camera recorded with a rate of 50 frames per second. Picture resolution was 1920 × 1080 pixels. Figure 7 shows that, in a WT standstill (pitch angle approximately 90 • ), the camera points toward the pressure side of the blade. In operation at low wind speeds (pitch angle approximately 0 • ), the camera points toward the trailing edge (TE) and the pressure side of the blade. At low pitch angles, the spoiler on the pressure side of the blade root becomes visible. Since the blade is flexible, the view varies with the out-of-plane bending of the blade (driven by thrust forces) and the in-plane bending of the blade (mainly driven by gravitational force, i.e., determined by rotor position). The optical camera has a focal length range from 2.9 to 116 mm. Therefore, the aerodynamic glove could have been observed from much closer. However, the intention was to also observe the blade around the aerodynamic glove. The high resolution of the pictures allows zooming into the videos if necessary for assessing certain scenarios, for example, during the start-up (SU) phase. 
Computational Fluid Dynamics

Set-Up
For 2D investigations, we used Xfoil [31], a simple panel-code enhanced by methods from interactive integral boundary layer theory and a data-based e N -method to predict laminar to turbulent transition. Default settings (200 panels for example) were not changed, aside from the N-factor, which was set to N = 3 to account for higher inflow turbulence when compared to wind-tunnel measurements.
DLR-FLOWer [32] was used in 2D-mode to compute a c f (friction coefficient)-distribution (see Figure 8 ). No further mesh refinement or coarsening was performed.
Results from CFD
Parallel to the preparation of the experiments, 2D (Xfoil) and 3D (DLR-TAU) CFD simulations were performed as described before. First, a 2D simulation was performed using Xfoil [31]. In Figure 9 , the resulting Lilienthal polar of that section is shown. A so-called laminar nose, a region of small drag, c D < 0.008, is clearly visible. Using a tangent, an operating point of the airfoil (α des , c L,des ) can be determined at the largest lift-to-drag ratio c L,des /c D,des . However, this does not necessarily means, that the blade designer used this procedure as many other constraints have to be includes. Our experimental findings (see Section 4.2) indicate a somewhat higher angle of attack (AOA) at 9 rpm. Figures 2 and 10 (right side) show the (2D) pressure distribution on the surface of the profile for an AOA of α des = 3.5 • at operating conditions. It is clearly seen that no flow separation was present there. It has to be noted that, for every CFD calculation, including laminar to turbulent transition, an additional quantity, the N-factor, has to be provided. From wind-tunnel measurements, it is common practice to relate N to inflow turbulence intensity (TI) by Mack's relation: N = 2.13 − 6.18 · log 10 (TI) .
(
Mack [33, 34] recommended to use it in region 0.1% < TI < 1%. Here, TI comes from TI = σ/v/ = ( v 2 P(v)dv) 1/2 / vP(v)dv, i.e., standard deviation divided by average wind speed for some ensemble. Note that Equation (1) cannot be used in atmospheric flow without further assumptions. A procedure on how to extend Mack's correlation was proposed in [15] .
Furthermore, full 3D simulations were used to estimate the position of transition from laminar to turbulent flow in the boundary layer on the suction side of the glove. Figure 10 In addition, perturbation of the flow due to the box on the lower side of the glove was investigated and has been seen a posteriori to be within the variation due to surface imperfections. Figure 10 (right) shows the 3D pressure distribution. Again, as for the transition, smooth variations as expected from 2D were visible in the central part where the pressure sensors and the microphones had been placed. From these investigations, we can conclude that, even under ideal conditions, a laminar extension of the suction side not longer that 40% can occur. 
Measurement Results
Measurements
Now, results are discussed in more detail in order to present a complete picture of the aerodynamic properties of the boundary-layer flow around the glove.
Two different datasets are compared, the SU of the WT (dataset 11:01) and the steady-state (SS) of the WT (dataset 11:18). These two datasets were exemplarily chosen to illustrate the different operation states. All measurements were performed on a single sunny day over a time period of about 4 h. First, six sequences, each 60 s long, were recorded in a stand-still configuration with the brakes of the turbine tightened. After that, the brakes were loosened, and the turbine was started. Thirty-one sequences, 60 s in length and a delay of 30 s in between, were recorded. During measurements, the turbine was stopped and started again in order to measure the SU of the turbine, as well as the SS. The goal was to find differences between the different operation states to study the temporal evolution of the boundary-flow conditions. While the measurement system in the glove recorded data continuously, the thermography cameras recorded stationary images of the glove at a fixed position of the blade's revolution.
Inflow
First, the inflow obtained by the five-hole probe is discussed. Due to the calibration of the probe in the wind tunnel of the University of Oldenburg, Germany, it was possible to obtain the inflow velocity together with the AOA. Figure 11 shows both quantities of the flow for the different operation states, respectively.
It can be seen that, for SU, the AOA increased from negative to positive values, as expected. In addition, an offset between the inflow velocity obtained by the probe (blue) and by the SCADA data (red) can be seen, which is explained by the different locations where the wind speed was measured.
For SS, the variation of the AOA was much smaller, and no drift was observed. The offset between inflow velocities was no longer observed. Furthermore, inflow velocity varied along the revolution of the blade, which is a direct confirmation of the atmospheric layering.
Obviously, the measured AOA (5 • ) does not match with with values from Table 1 . The reason is not clear and has to be discussed with the designer of the blade. 
Pressure Distribution
Furthermore, pressure distribution on the glove was measured. For a better comparison, the same 10 s sequence as in Figure 11 was used. The recorded pressure was averaged and, using:
lift coefficient c p was calculated. Figure 12 shows the resulting distribution of c p for both operating states. For comparison, the CFD results of Xfoil calculations with a different AOA are also shown. For SU, poor agreement was found, which might have resulted from the transient character of the sequence. The AOA increased from −1 • to +2 • , which made a comparison with a stationary AOA somewhat difficult.
For SS, better agreement between measurement and CFD was observed. The measured AOA of the five-hole probe of 5.6 • (cf. Figure 11 ) was in good agreement with the observed c p distribution.
It is worth noting that, for both states, pressure distribution on the pressure side of the glove differed from the CFD calculations. Since pressure distribution is strongly dependent on the local curvature at the LE, small deviations of the glove's shape result in large changes to the lift coefficient.
Too-high production costs for a glove with wind-tunnel (or even commercial-blade) quality prevented a smoother surface. Hence, part of the observed deviations might be explained by insufficient surface quality.
Detection of Transition Position
In addition to pressure distribution, determining the flow character of the boundary layer was a main goal of this project. Therefore, the noise emission on the suction side was recorded by the 48 microphones.
The determination of the transition position was performed as described in [10] . First, the power spectral density of the pressure signal from the microphones p(ω) was calculated from time series p(t) by applying:
assuming a real time signal. Furthermore, [10] used only a finite part of the spectrum:
, ω = 2π f and p re f = 20 µPa. Relevant SPL L cut p , then, was determined by:
L cut p = 20 log 10 P cut p re f (dB) .
By definition, SPL is given in pseudo-dB units of Decibel. In order to study the temporal evolution of the SPL, sequences of 2048 data points were averaged and the SPL for this sequence was calculated, resulting in a time resolution of 12 Hz. Figure 13 shows the temporal evolution of the SPL for both operating states, together with local radially outward-directed acceleration.
The color map changes from blue via green and yellow to red with increasing values of SPL. The overall value of the SPL was lower in the SU than in the SS. Furthermore, areas with higher SPL could be found at the back part of the suction side that traveled in the direction of the LE.
In the SS, the overall value of SPL was higher. In addition, a distinct region at the LE could be recognized with much lower SPL values. This is a characteristic of a laminar-boundary layer, while most of the suction side has a turbulent boundary layer, resulting in high SPL values. Furthermore, a small periodic variation of the transition position could be observed. Due to the periodic variation of the local acceleration, the blade position relative to the ground could be determined. At the lowest point of the revolution, gravity and centrifugal force were pointing in the same direction, resulting in a maximum acceleration. At this position, the transition position was moving slightly in the direction of the LE. Since the blade passes through the wind shadow of the tower, higher inflow turbulence is expected, thus resulting in a more turbulent boundary layer.
Thermography Team BIMAQ and DWGE
As an example, the results from 11:15:32 and 10:16:45 (SCADA time) are shown. Figure 14 shows the transition position (Team BIMAQ and DWGE uses location of maximum temperature gradient to locate a transition point) derived by the image-processing algorithm from Dollinger et al. [22] for the SU phase of the WT. On the left side, the thermographic image with the visible LE and TE, as well as derived relative transition position p tr , are shown. On the right side, surface temperature T of the glove at the location of the microphones is shown as a function of the position on chord x/c, determined by a previously performed geometric assignment [30] . The span-wise average transition position along the glove isx tr, IR /c = 0.337, with large local fluctuations due to turbulence wedges as a result of the high surface roughness of the aerodynamic glove. Locally at the location of the microphones, the transition position determined by the thermographic flow visualization was x tr, IR /c = 0.255 ± 0.003. Uncertainty of the measurement was estimated according to [30] . This result is consistent to the transition location deduced by the microphone data, x tr, M = 0.26 ± 0.01 (cf. Figure 15 ). In Figure 16 , the results for the turbine in regular operation mode are shown. Again, on the left, the thermographic image of the glove is shown, and on the right, surface temperature T is depicted as a function of chord-wise position x/c. Besides the relative position of the transition in image p tr , the visible LE and TE are shown. Due to a reflection of sunlight on the surface of the glove, the area toward the TE appears very warm. This area was not included in the image processing for the evaluation of the transition position. The span-wise average transition position for this measurement wasx tr, IR /c = 0.048, and the transition position at the location of the microphones was x tr, IR /c = 0.039 ± 0.004. From the microphone data, here, we obtained a slightly larger value of x tr, M /c = 0.05 ± 0.01. Note that the spacing of the microphones was 0.02 (in x/c units). Obviously, a rough surface leads to a premature laminar-turbulent transition near the LE during these operational conditions. 4.6. Results Team DLR As described above, the detection of boundary-layer transition on rotating blades relies on the increase in the heat-transfer rate between flow and blade surface that occurs when the boundary-layer state changes from laminar to turbulent. The change in heat-transfer rate causes differences in blade-surface temperature that were measured by an infrared camera.
Thus, transition detection was based on analysis of single instantaneous thermal images of the rotating blade in the SU phase, indicating different stages of surface-temperature evolution from the initially quasi-uniform to a final local-equilibrium distribution. Image preprocessing here includes bad-pixel elimination, sky-background separation, and contrast enhancement. Figure 17 shows two typical thermal images obtained correspondingly at 11:22:27 and 11:23:13 (SCADA time) during a single WT run, accordingly preprocessed. The rotation direction here was from left to right, and the cold-sky background was colored maroon to enhance the visibility of the WT parts presented in graduations of gray. The vertical gray-scaled area on the right side of the picture represents the mast of the facility. The areas with laminar (warm/bright) and turbulent (cold/dark) boundary layers on the glove surface could clearly be distinguished in these pictures. Variations of the rotation rate (from 4.0 to 8.5 rpm) and of the blade pitch angle (from 2 • down to 1 • ) taking place between both these time instances during the SU phase caused the shifting of the transition region in the thereby documented time.
In the next step, DLR software HeatFIT was used for the final conditioning and automatic marker-based 3D reconstruction of the thermal images with subsequently mapping of the data values onto the 3D grid of the aerodynamic glove ( Figure 18 ). The geometric information necessary for the markers was provided by the CFD model. Full computerized analysis of temperature distribution on the test surface in accordance with the method introduced by Schülein [35] allowed the distinction between the starting points and the end points of the transitional region. Additionally, in a simplified approach, the transition zone between laminar and turbulent flows was detected as a border line that corresponds to the locations with the highest wall-temperature gradients (highest gradients of thermal-image intensity) measured in the streamline direction (areas with detected laminar flow are highlighted in yellow in Figure 19 ). Figure 20 shows typical surface-temperature distribution (here, thermal-image intensity) over normalized coordinate x/c, extracted from the left thermal image in Figure 19 , along the mid-line of the glove. This example demonstrates the mutual positions of points characterizing the transition zone: onset transition, end of transition, and highest temperature gradient. As described in [29] and seen in the presented example, the detected transition line in accordance with the highest-gradient criterion approximately corresponds to the midpoint of the transition zone. A comprehensive characterization of the transition zone facilitates comparison with the independently obtained results by different experiment methods and numerical simulations. The actual midpoints of the transition zone, detected in both thermal images along the microphone-array line, were found to be at x tr,IR /c = 0.370 ± 0.005, and 0.080 ± 0.005, very close to the transition locations detected by microphone-array method (x tr,m /c = 0.34 ± 0.01, see Figure 21 , and 0.07 ± 0.01). 
Discussion
The main objective was a quantitative comparison of the detection of laminar-turbulent transition positions with two different methods: thermographic pictures and microphones. It is interesting to note that both methods agree in their results, within their limitations: Thermography takes the maximum temperature gradient as the location of transition, as Figures 14 and 16 indicate. In contrast (see Figure 15 ), transition from SPL seems to be very sharp within one unit of distance (= 1/40 = 0.025 in terms of x/c).
If one uses CFD (see Figure 8 ) to determine laminar-turbulent transition, then results compare more to a region with the end of the laminar part ((x/c) lam−end = 0.29) given by the minimum of c f , and the beginning of the fully turbulent region by the following maximum ((x/c) f ully−turb−start = 0.42).
Therefore, it can be stated that thermographic imaging provides a nonintrusive method that can be used from a distance to detect laminar-turbulent transition; its accuracy proved to be in accordance with the data both from microphones and transitional CFD.
Summary, Conclusions, and Future Research
An aerodynamic glove, known from free-flight experiments with an airplane, was designed, manufactured, and used on a 2 MW state-of-the-art WT to investigate the laminar-turbulent transition. Local inflow conditions were recorded by a five-hole-probe, and surface-pressure measurements were performed by an array of 64 pressure sensors from PSI-Initium. In addition, an array containing 48 microphones was used for capturing flow sound near the wall. Two different types of thermographic cameras were used to report the rotor-surface temperature and, thereby, distinguish the laminar (warmer) and turbulent (colder) regions. AOAs could be determined from the five-hole probe and pressure distribution within one degree of accuracy.
We now come to our main conclusion: Although the geometric surface did not meet the standards from the wind-tunnel models and, during the measurement, blade and glove seemed to be fouled by insects and/or dust, the irregularly shaped regions of the laminar boundary layer were consistently identified by thermographic imaging and the microphones, even during WT SU, and agreed within their respective accuracies of 1% or less.
In the future, the following investigations are planned:
• A new glove with a surface treatment in accordance at least with ordinary WT blades will be manufactured, • microphones will be placed close to the tail to investigate noise emission, • a small LIDAR device will be included into the glove, • passive and active flow control devices will be investigated, and • an LES (large Eddy Simulation) model will be developed with an inflow generator to simulated highly turbulent inflow to improve transition detection on WT blades by simulation.
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